
 

                                                                    Data Sheet 
                                                                                                        Doc:  40450 v1.00 

 

  

RL02A 
Redundancy Link Module   



  
                                                                                                                                       FP02A Data Sheet 

 Document no. 40450 100 RL02A 
 

Brodersen A/S, Islevdalvej 187, DK-2610 Roedovre, Denmark, Tel:  +45 45 35 26 27, Fax: +45 45 35 26 29, Email: sales@brodersen.com 
2 

INTRODUCTION  
 
Before using the LB2 Modules, read the LB2 User manual. 
 
The Brodersen LB2 modules can be used with RTU32M 
series. The I/O modules are in two parts, bottom part 
containing the backplane bus, and top part containing the 
I/O board and logic. All LB2 I/O modules are hot plug.   
 
RL02A is a communication module with 2x ethernet ports. 
The module is plug & Play and support Hot–Swap.  
 
 

BACKPLANE PARTS 
 

Description Part Nr. 
BUS module  BB01A 

 
 
VERSIONS / ORDERING CODES 
 
Hardware basic version 
 
Order code:  RL02A   
 
TYPE OF COMMUNICATION PORTS 
 
Ports: 2x Ethernet 
Connector type: M8 (4 pins) 
 
 
I/O INTERFACE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MECHANICAL 
 
 

 
 

 
 
 

Mounting 
 

DIN 35 
 

Width 
 

24 mm 

Height 111.5 mm 

Depth 94.5 mm 

Weight 
 

102 grams 
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